
 

19998 UTILITY GRADE PE COATED CLOTH TAPE  

TECHNICAL DATA 

SHEET 

TECHNICAL DATA: 
 

Thickness                         : 0.152mm  
 

Tensile Strength            : 65.7 N/25mm  
 

Adhesion To Steel         : 11.5 N/25mm  
 

Temperature   : 0ºC - 60ºC 
 

Elongation       : 25%   
 

Shelf Life                      : 12 Months 
 

These suggestions and data are based on information we believe to be reliable and 
accurate, but no guarantee of their accuracy is made. Industrial Adhesive Solutions 
Limited shall not be liable for any damage, loss or injury, direct or consequential arising 
out of the use or the inability to use the product. In every case, we urge and recommend 
that purchasers, before using any product in full scale production, make their own tests 
to determine whether the product is of satisfactory quality and suitability for their 
operations, and the user assumes all risk and liability whatsoever, in connection 
therewith. Please contact us for further assistance and information. 

 A utility grade polycoated cloth duct tape with an aggressive natural rubber 
adhesive ideally suited for packaging, wrapping and sealing, binding and 
bundling and general maintenance. 
 
Available in the following colour(s): - Silver & Black 
 

Unless stated otherwise all values given are average. All of the tapes in our range should be thoroughly tested 
on the substrates in the particular application they are intended for. Industrial adhesive Solutions Ltd. will not 
be responsible for product failure unless full testing has been completed. The customer has to decide on the 
tapes suitability for the intended application.  


