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Description 
 
INDASOL 8850B “Flash Breaker” Tape is a Single Sided Silicone Pressure Sensitive Adhesive Tape 

 

 

TECHNICAL DATA SHEET 

ITEM UNIT  PROPERTY DATA 

Structure - 

Silicone Adhesive 

Primer 

PET Film 

 
 

 
Base 

Thickness 
 

µm 25 

Colour  BLUE 

 
Total 

Thickness 
µm 80 ± 2 

Peel Strength g/in 1,100 ± 50 

Tensile Strength kg/mm² 10 

Elongation % 70 

Temperature 
Resistance 

Celsius 

 
 50~+180 Long 
Term  
> 200 Short 
Term  

 

Chemical Resistance - 
Good 

(20% HCI, NaOH / 20hrs) 

 

These suggestions and data are based on information we believe to be reliable and 
accurate, but no guarantee of their accuracy is made. Industrial Adhesive Solutions 
Limited shall not be liable for any damage, loss or injury, direct or consequential arising 
out of the use or the inability to use the product. In every case, we urge and 
recommend that purchasers, before using any product in full scale production, make 
their own tests to determine whether the product is of satisfactory quality and suitability 
for their operations, and the user assumes all risk and liability whatsoever, in 
connection therewith. Please contact us for further assistance and information. 

 


